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CYSTOSCOPES URETEROSCOPE / HYSTEROSCOPY

Cystoscopes Scratch-resistant insulated synthetic Semi-Rigid Ureteroscope
Low-maintenance non coated ocular objective and a distal sapphire-
stainless steel body is resistant Compatible with all major camera window allow for no internal glass

to corrosion, rust and staining systems, the Strauss viewfinder corrosion always ensuring a precise No camera re-focusing; no loss of
| eyepiece provides clearly defined, clearly defined image picture while ureteroscope is bended
d

precise images | / ue to special ocular construction
Sy, Y Three light cable adapters, allowing
= K compatibility with ACMI®, Richard

S5 Wolfe and Karl Storz®
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Our high definition endoscopes use a
complex proximal and distal sapphire
window system that is scratch free,

less fogging and prevents corrosion . .
and fluid invasion Unique color coding system /
individually codes different / Clear high resolution picture with
diameters and other features ~ ¥ - Two-stage shaft construction allows Iarge depth of field by highest quality
: —,‘,; for gentle dilatation of ureter optical components \
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Three light cable adapters, allowing ¥ FQ/‘ \ Atraumatic distal tip allows for
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;\c/)rngatlbcljhg WIItShtACy 1%, Richard Scope dey and'Sheatiiisalgser Scope body and sheath are laser- smooth insertion into ureteric orifice,
Olf* and Karl Storz welded tightly to ensure that all parts welded tightly to ensure that all parts ideal ureter view

are properly secured together

Compatible with Karl Storz® are properly secured together
o

Scope Diameter View Angle Length Working Working Channels Field of Viewing Image
STS-2040-302AA 4.0 mm 0° Wide 302 mm Length Diameter View Direction Bundle
STS-2040-302ASA 4.0 mm 0° Standard 302 mm STS-6060-310HA 6 Fr. 310 mm 6.0-7.5Fr. 1x 4 / 2x2.4 Fr. 100° 8° 17,000 px
STS-2040-302BA 4.0 mm 30° Wide 302 mm STS-6060-425HA 6 Fr. 425 mm 6.0-7.5Fr. 1x 4 / 2x2.4 Fr. 100° 8° 17,000 px
STS-2040-302BSA 4.0 mm 30° Standard 302 mm STS-6075-310HA 7.5 Fr. 310 mm 7.5-98Fr. 1x5 / 2x3 Fr. 85° 8° 30,000 px
STS-2040-302CA 4.0 mm 70° Wide 302 mm STS-6075-425HA 7.5 Fr. 425 mm 7.5-98Fr. 1x5 / 2x3 Fr. 85° 8° 30,000 px

STS-2040-302ESA 4.0 mm 12° Standard 302 mm

= Compatible with Richard Wolf®

Scope Diameter View Angle Length

Hysteroscopes
STS-2040-298ASA-RWF 4.0 mm 0° Standard 298 mm
STS-2040-298DSA-RWF 4.0 mm 5° Standard 298 mm
STS-2040-300GSA-RWF 4.0 mm 25° Standard 300 mm
STS-2040-303CA-RWF 4.0 mm 70° Wide 303 mm
=Compatible with Olympus®
Scope Diameter View Angle Length
STS-2040-280ASA-OLY 4.0 mm 0° Standard 280 mm
STS-2040-283BA-OLY 4.0 mm 30° Wide 283 mm Scope Diameter View Angle Length Compatible
STS-2040-280ESA-OLY 4.0 mm 45° Standard 280 mm STS-2029-302AA | 2.9 mm HD Scope 0° Wide 302 mm Karl Storz®
STS-2040-283BSA-OLY 4.0 mm 30° Standard 283 mm STS-2029-302BA | 2.9 mm HD Scope 30° Wide 302 mm Karl Storz®
STS-2040-283CA-OLY 4.0 mm 70° Wide 283 mm
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PERCUTANEOUS/LAPAROSCOPY ARTHROSCOPY

Percutaneous
Arthroscopes

Two 1.5mm fluid channels
Includes sheath, bridge and accessories

Direction of Working

LT View Channel

STS-5260-200HA 26 Fr. 45° 0° 15 Fr. 200 mm

Mini-Percutaneous

= For Knee, Shoulder and Hip

3

. Direction of Working
Diameter Angled View Channel Scope Diameter gglctl); U Angle Length Compatible
STS-5135-220HA 13.5Fr. 45° 8° 6 Fr. 220 mm STS-1040-142BA-STR | 4.0 mm HD Scope Red 30° Wide 142 mm Stryker®
STS-5135-320HA 13.5Fr. 45° 8° 6 Fr. 320 mm STS-1040-157BA-DYS 4.0 mm HD Scope Red 30° Wide 157 mm Dyonics®
STS-5190-220HA 19 Fr. 45° 8° 10 Fr. 220 mm STS-1040-160BA-OLY 4.0 mm HD Scope Red 30° Wide 160 mm Olympus®
STS-1040-170BA-RWF | 4.0 mm HD Scope Red 30° Wide 170 mm Richard Wolf®
Laparoscopes STS-1040-170CA-RWF | 4.0 mm HD Scope Yellow 70° Wide 170 mm Richard Wolf®
=== — STS-1040-175AA 4.0 mm HD Scope Green 0° Wide 175 mm Karl Storz®
—_—
STS-1040-175BA 4.0 mm HD Scope Red 30° Wide 175 mm Karl Storz®
STS-1040-175CA 4.0 mm HD Scope Yellow 70° Wide 175 mm Karl Storz®
Scope Diameter Color Code  View Angle Length Compatible
STS-3050-312AA 5.0 mm HD Scope Green 0° Wide 312 mm Karl Storz®
STS-3050-312BA 5.0 mm HD Scope Red 30° Wide 312 mm Karl Storz® = For Small Joint
- - ° i ®
STS-3100-344AA 10.0 mm HD Scope Green 0 Wide 344 mm Karl Storz Smee Diameter ggl(;); View Angle Length
STS-3100-344BA 10.0 mm HD Scope Red 30° Wide 344 mm Karl Storz®
STS-1019-060AA 1.9 mm HD Scope Red 0° Wide 60 mm Karl Storz®
STS-3100-344FA 10.0 mm HD Scope Black 45° Wide 344 mm Karl Storz® -
STS-1019-060BA 1.9 mm HD Scope Red 30° Wide 60 mm Karl Storz®
Bariatri STS-1027-187ASA 2.7 mm HD Scope Green 0° Standard 187 mm Karl Storz®
ariatric
STS-1027-187BSA 2.7 mm HD Scope Green 30° Standard 187 mm Karl Storz®
Scope Diameter Color Code View Angle Length o
STS-1027-187CSA 2.7 mm HD Scope Yellow 70 Standard 187 mm Karl Storz®
STS-3100-450AA 10.0 mm Green 0° Wide 450 mm
STS-3100-450BA 10.0 mm Red 30° Wide 450 mm
STS-3100-450FA 10.0 mm Black 45° Wide 450 mm
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EAR-NOSE-THROAT PEDIATRICS / FIBER LIGHT CABLES

Flexible Naso-Laryngoscope Pediatrics

Scope Diameter Color Code  View Angle Length Compatible
STS-1027-187ASA | 2.7 mm HD Scope Green 0° Standard 187 mm Karl Storz®
STS-1027-187BSA | 2.7 mm HD Scope Red 30° Standard 187 mm Karl Storz®
STS-1027-187CSA | 2.7 mm HD Scope Yellow 70° Standard 187 mm Karl Storz®

Diameter Deflection Field of View Direction of View Length
STS-4032-300N 3.2mm 140° up and down 70° 0° 300 mm 7,000
STS-4038-300N | 3.8mm | 120°up and down 80° 0° 300 mm 12,000 Fiber Light Cables

Includes ETO valve, transport case, hand held leak tester and light guide

Rigid Sinuscope

Scope Diameter Color Code View Angle Length Compatible b
STS-7027-110ASA | 2.7 mm HD Scope Green 0° Standard 110 mm Karl Storz® Jd
STS-7027-110BSA | 2.7 mm HD Scope Red 30° Standard 110 mm Karl Storz® \J
STS-7027-110CSA | 2.7 mm HD Scope Yellow 70° Standard 110 mm Karl Storz®
STS-7027-187ASA | 2.7 mm HD Scope Green 0° Standard 187 mm Karl Storz® . . Scope Light Source
Compatible Diameter/Length Connection Connection
STS-7027-187BSA | 2.7 mm HD Scope Red 30° Standard 187 mm Karl Storz®
. ® . ® = 4 = p——— g
STS-7027-187CSA | 2.7 mmHD Scope |  Yellow 70° Standard 187 mm Karl Storz® STS-LC-KD-10-CLR Richard Wolf* and Dyonics 10 Ft. e
STS-7040-175AA 4.0 mm HD Scope Green 0° Wide 175 mm Karl Storz® STS-LC-KK-3.8-10CLR Karl Storz® 3.8 mm x 10 Ft. ——
TS-7040- ) ° i ®
STS-7040-175BA 4.0 mm HD Scope Red 30 Wide 175 mm Karl Storz STS-LC-KK-10CLR Karl Storz® 10 Ft. o
STS-7040-175BSA | 4.0 mm HD Scope Red 30° Standard 175 mm Karl Storz®
] STS-LC-LIN-4810CLR Linvatec® 4.8mm x 10ft. - = =oa
STS-7040-175CA 4.0 mm HD Scope Yellow 70° Wide 175 mm Karl Storz®
STS-7040-175FA | 4.0 mm HD Scope Black 45° Wide 175 mm Karl Storz® STS-LC-STR-10CLR Stryker® 10 Ft. —_
STS-LC-STR-3.8 -10CLR Stryker® 3.8 mm x 10 Ft. pe==r
STS-LC-KO-10CLR Olympus® 10 Ft. ——
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